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1. [PDFj English 

File Formal: PDF/Adobe Acrobat - View as HTML 

helps in the selection of an orbit for one spacecraft (or a constellation) to meet ground 

coverage and to qualify a structure regarding requirements Insertion loss < 3 

dB, isolation > 45 dB, crosstalk pin-to-pin < -40 dB, all hostile < -20 dB 

consumption of image data generated by line-sensor ... 

www.esa.int/esapub/br/bri 54/brt 54.pdf - SjmMLIMSes 

2- Development of handheld SAW vapor sensors for explosives and CW „. 

The dispersive delay line (sensor system 1.1) with center frequency at .... Automatic 
range selection is carried out through a quick dummy ... However, the parasitic and 

crosstalk were large and frequent tuning or AGC adjustment were necessary Both 

in-house made devices and commercial devices qualify well for ... 

linkinghub-elsevier.com/retrieve/pii/S0925400508005509 - Sfrnijar.paoes 
by AT Nimal - 2009 - Rejatsd artjcjes 

3. THIS IS THE JARGON FILE, VERSION 3.3.2, 20 MAR 1996 ======# This „ . 

A selection of longer items of hacker folklore and humor is included in These may 

be necessary if there hasn't been time to design and qualify another Line noise 

may be induced by poor connections, interference or crosstalk [techspeak] The 

action of checking the status of an input line, sensor, ... 

Gatb.org/esr/iargon/oidversions/jarg332.txt ■• Similar pag es 

4. Automating Manufacturing Systems 

V+ physical phenomenon Active Line Sensor and Detector sensor output V- This 

system also requires the arbitrary selection of a resistor or capacitor value 

Criteria are used to optimize a design, crosstalk - signals in one front-matter 

sections or appendices that qualify as Secondary Sections ... 

www,SGfl)d.GOfn''doc/13082480/Automating-Manufac4.uring-Systerns 

5. Automating Manufac turing Systems With Pic Jack(2003) 

V+ physical phenomenon Active Line Sensor and Detector sensor output V- V+ 

current Determine how the process is to be controlled, pic selection - 33.2 

Criteria are used to optimize a design, crosstalk - signals in one new front-matter 

sections or appendices that qualify as Secondary Sections ... 

www.SGrsbd.Gom/doc/6S77083/Automayn9-ManufaGhiring-Systems-With-PlG-Jack2003 

" Cached - SjjM§IPM©§. 

6. The Jargon File, Version 4.0.0, 24 Jul 1996 / Various 
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The selection is performed according to {Finagle's Law}; important mail is much 

To qualify as a genuine demigod, the person must recognizably identify Line 

noise may be induced by poor connections, interference or crosstalk [techspeak] 

The action of checking the status of an input line, sensor, ... 

infomotions.cofri%texts/gutenberg/dirs/etext97/jarg400.htrn - Cached - Similar pages 

7- [PDF] 2009 Senior IEEE Aerospace Conference 
File Format: PDF/Adobe Acrobat 

2.0307 Mobility Productivity Impacts on Selection of Lunar Exploration 6.0804 On- 

Line Sensor Calibration and Error Modeling using Single infrared imager and 

thermal vacuum chambers were used to design, validate and qualify 

mathematical uniqueness to eliminate crosstalk, increase speed of ... 

www.aeroconf.org/2009, web/2009%20%20Senior%20Digest%20Final% 
20revi compressed. .. - 

8. Full text of "Jargon File, 4.0.0, The" 

The selection is performed according to {Finagle's Law}; important mail is much 

These may be necessary if there hasn't been time to design and qualify Line 

noise may be induced by poor connections, interference or crosstalk [techspeak] 

The action of checking the status of an input line, sensor, ... 

www.archiye.org/stream/jarg400/larg400.txt - Similar pggss 

9. Screw Loose Change: June 2007 

In case I am not being clear, let me qualify this present inquiry by saying that this 

is I think all debunkers have an internal "Gravy Line" sensor built in This 

implies a selection process. Question: Is there a connection between people who ... 
Go to 9-1 1 Myths (crosstalk), go to Screw Loose Change. ... 

acrewioosechange.blogspot.Gom/2007_06__01__archive.htrn! •• Cached - Similar pages 

10. EIT FE PE MECHANICAL ELECTRICAL CIVIL PDH - Engineering Companies _ _. 

#1 Engineering Books has a great selection of discount Engineering Books with some 

of load coil location identification crosstalk bridge taps channel Systems-on-a- 

Chip Qualify personnel and audit NDT agencies. Expert witness aqueous, 

monitor quality, in-line sensor, inline sensor, enviromental, ... 

www.ensys.net/LINKS/Engineering-General-Engineering-Companies.htm 
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